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BG-ADAMO-4K
Telecamere PTZ 
PTZ Cameras

BG-ADAMO-4K è ricca di funzionalità tra cui un’interfaccia completa di 
connessioni video e una risoluzione 4K a 60Hz. La connessione 12G-SDI 
consente l’utilizzo di cavi a lunga distanza senza compromettere la 
qualità dell’immagine. Componi le inquadrature in anticipo utilizzando 
fino a 255 preimpostazioni programmabili, di cui 10 comodamente 
accessibili tramite il telecomando IR. In grado di archiviare 1 TB 
di riprese video con il masterizzatore Micro SD Card, avvia la 
registrazione al volo quando altre connessioni sono inaccessibili. 

L’obiettivo è progettato con un avanzato algoritmo di messa a fuoco 
automatica che mette a fuoco con precisione e stabilità affidabili. 
La tecnologia di riduzione del rumore 3D combinata con il sensore 
CMOS a basso rumore garantisce una nitidezza dell’immagine 
impeccabile. Scegli tra l’obiettivo con zoom ottico 12X con grandangolo 
da 80,4° e l’obiettivo con zoom ottico 25X con grandangolo da 59,2°. 

The auto traking BG-ADAMO-4K is loaded with features including a full 
interface of video connections and immaculate 4K@60Hz resolution. 
The 12G-SDI connection enables long distance cable runs without 
compromising image quality. Compose shots ahead of time utilizing 
up to 255 programable presets, with 10 conveniently accessible using 
the IR remote. Capable of storing 1 TB of video footage with the Micro 
SD Card writer, start recording on the fly when other connections are 
inaccessible.

The lens is designed with an advanced auto-focusing algorithm that 
promptly snaps into focus with dependable accuracy and stability. The 3D 
noise reduction technology combined with the low-noise CMOS sensor 
ensures impeccable image clarity. Choose between the 12X optical zoom 
lens with an 80.4° wide-angle, the 25X optical zoom lens with a 59.2° 
wide-angle with a 59° wide-angle.

Mod. BG-ADAMO-4K12X BG-ADAMO-4KND12X BG-ADAMO-4K25X BG-ADAMO-4KND25X

Zoom ottico
Optical Zoom 12X 25X

Colore
Colour

Nero/Bianco
Black/White

Nero/Bianco
Black/White

Nero/Bianco
Black/White

Nero/Bianco
Black/White

Intervallo Lunghezza Focale
Focal Length Range f=3.85 mm ~ 43.06 mm ±5% f=7.1 mm ~ 171.95 mm ±5%

Angolo di Vista
View Angle

H: 7.59°(tele) ~ 80.4°(wide)
V: 4.6°(tele) ~ 50.0°(wide)

H: 2.5°(tele) ~ 59.2°(wide)
V: 1.4°(tele) ~ 34.6°(wide)

AV
AV F1.8 ~ F3.56±5% F1.61 ~ F5.19±5%

Sensore 
Sensor 1/2.5” SONY CMOS 1/1.8” SONY CMOS

Pixel Effettivi
Effective Pixels 8.51 Megapixels 16:9

Rotazione Pan
Pan Rotation -170° ~ +170°

Rotazione Tilt
Tilt Rotation -30° ~ +90°

BG-ADAMO-4KDA12X-B
Versione con protocollo DANTE

BG-ADAMO-4KDA12X-W
Versione con protocollo DANTE

BG-ADAMO-4KDA25X-B
Versione con protocollo DANTE

BG-ADAMO-4KDA25X-W
Versione con protocollo DANTE
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Mod. BG-CYCLOPS-4K-B BG-CYCLOPS-4K-W

Colore
Colour

Nero
Black

Bianco
White

Lente
Lens

FOV: 120°(D) / 106°(H) / 72°(V); Diaframma: F2.0; Lunghezza focale: 1,89 mm
FOV: 120°(D) / 106°(H) / 72°(V); Iris: F2.0; Focal Length:1.89mm

Microfono 
Microphone

6 X microfoni MEMS
6 X MEMS Microphones

Casse audio
Speaker Audio 2x10W

BG-VPTZN-HSU3

BG-CYCLOPS-4K

BG-MAESTRO

Telecamera streaming live All-In-One PTZ 1080P Full HD 10X/20X/30X HDMI/SDI/USB 3.0/IP/NDI|HX/PO
All-In-One PTZ 1080P Full HD 10X/20X/30X HDMI/SDI/USB 3.0/IP/NDI|HX/POE Live Streaming Camera

Videobar intelligente 4K UHD Auto Tracking/Framing con HDMI/USB-C e altoparlanti da 20 W/6 microfoni MEMS
Intelligent 4K UHD Auto Tracking/Framing Video Bar with HDMI/USB-C and 20W Speakers/6-MEMS Microphones

Telecamera ePTZ grandangolare 1080P Full HD 8 Megapixel 3G-SDI o HDMI con USB 3.0/IP/POE
1080P Full HD 8 Megapixel 3G-SDI or HDMI Auto Tracking Wide Angle ePTZ Camera with USB 3.0/IP/POE

BG-VPTZN-HSU3 è una telecamera PTZ HD 
1080p compatta. Progettata con un ingombro 
compatto per essere integrata discretamente 
in uffici e aule. La telecamera è dotata di uscite 
simultanee di streaming HDMI, 3G-SDI, USB 3.0 e IP.  
La telecamera BG-VPTZN-HSU3 può acquisire 
immagini con risoluzioni fino a 1080p@60Hz. 

Con una fotocamera 4K UHD e un sensore CMOS 
di fascia alta da 0,8 M, BG-Cyclops-4K cattura 
immagini realistiche e incontaminate. La funzionalità 
avanzata di tracciamento automatico è supportata 
dal software di riconoscimento facciale. 

Telecamera compatta ePTZ con tracciamento 
automatico che garantisce un tracciamento 
estremamente preciso. Progettata per essere 
facilmente configurabile, la BG-MAESTRO non 
richiede software aggiuntivo per impostare i parametri 
di tracciamento automatico che viene impostata 
tramite l’interfaccia basata sul browser web. 

The BG-VPTZN-HSU3 is a compact 1080p HD PTZ 
camera. Designed with a compact footprint to 
unobtrusively blend into offices and classrooms, 
this performer is equipped with simultaneous 
HDMI, 3G-SDI, USB 3.0, and IP streaming outputs. 
The BG-VPTZN-HSU3 camera can capture images 
at resolutions up to 1080p@60Hz. 

With a powerful 4K UHD camera and high-
end 0.8M CMOS sensor, the BG-Cyclops-4K 
captures pristine lifelike images. The advanced 
auto-tracking functionality is bolstered by facial 
recognition software. 

It’s a compact ePTZ auto-tracking camera that 
delivers extremely accurate tracking throughout 
its coverage area. Designed to be easily 
configurable, the Maestro requires no additional 
software to set the auto-tracking parameters 
which is completed through the web based 
interface. 

Mod. BG-VPTZN-HSU3-10X BG-VPTZN-HSU3-20X BG-VPTZN-HSU3-30X

Zoom
Zoom 10 X 20 X 30 X

Sensore 
Sensor 1/2.7“ Exmor CMOS 1/2.8” Exmor CMOS 1/2.8” Exmor CMOS

Focale
Focus f=5.1mm~51mm  f=4.7mm~94.0mm f=5.2mm~148.4mm

Mod. BG-MAESTRO

Zoom Digitale
Digital Zoom 3 X

Sensore 
Sensor 1/2.8” High Quality 4K CMOS Sensor

Focale
Focus f=7.23mm
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BG-COMMANDER 

BG-COMMANDER-JR 

Controller joystick IPIP/RS-232/422/485
Universal Advanced Serial and IP Joystick Controller (IP/RS-232/422/485)

Controller joystick IP/RS-232/422
Universal Serial and IP Joystick Controller (IP/RS-232/422)

Il controller joystick BG-COMMANDER PTZ offre un 
controllo preciso per telecamere PTZ IP e seriali. 
Con i pulsanti retroilluminati, BG-Commander offre 
un’esperienza utente piacevole anche in condizioni di 
scarsa illuminazione. 

Lo chassis in metallo fornisce robustezza e stabilità 
ed è progettato per resistere ad anni di uso intenso. 
È dotato di una porta LAN o di connessioni RS-
232, RS422 e RS485. BG-Commander supporta 
i protocolli di controllo IP VISCA, ONVIF, VISCA, 
PELCO-D e PELCO-P.

Il BG-COMMANDER-JR è un controller joystick 
compatto di livello professionale. Il joystick a 2 assi 
e il design del tasto del ponte dello zoom offrono 
controllo, durata e stabilità raffinati. I pulsanti in 
silicone sono retroilluminati per un’esperienza utente 
confortevole in ambienti con scarsa illuminazione. 
 
Il BG-COMMANDER-JR è progettato per la 
comunicazione simultanea e la compatibilità 
del sistema con i suoi protocolli di controllo 
integrati VISCA, UDP e PELCO P/D oltre alle 
interfacce RS-232, RS422/RS485 e IP (UDP). 
 
Questo controller compatto e versatile è ideale per una 
vasta gamma di applicazioni che vanno dai sistemi AV 
professionali, trasmissione, istruzione, telemedicina, 
videoconferenza, luoghi di culto e altro ancora.

The BG-COMMANDER PTZ joystick 
controller offers precise control for IP and 
serial PTZ cameras. With backlit buttons, 
BG-Commander offers a pleasant user 
experience even in low light conditions. 
 
The metal chassis provides strength and 
stability and is designed to withstand years of 
heavy use. it has a LAN port or RS-232, RS422 
and RS485 connections. BG-Commander 
supports VISCA, ONVIF, VISCA, PELCO-D and 
PELCO-P IP control protocols.

The BG-COMMANDER-JR is a compact 
professional-grade joystick controller. The 2-axis 
joystick and zoom bridge key design provides refined 
control, durability, and stability. The responsive 
silicone buttons are backlit for a comfortable user 
experience in low light environments.

The BG-COMMANDER-JR is designed for 
simultaneous communication and system 
compatibility with its integrated VISCA, UDP, and 
PELCO P/D control protocols in addition to RS-232, 
RS422/RS485, and IP(UDP) interfaces.

This compact and versatile controller is ideal for an 
array of applications ranging from professional AV 
systems, broadcasting, education, telemedicine, to 
video conferencing, houses of worship, and more.

Mod. BG-COMMANDER

Chip
Chip His3536DV100

Sistema Operativo
System Linux

Protocollo
Protocol VISCA, ONVIF, PELCO-P, PELCO-D,VISCA OVER IP

Output
Output RS422/485, RS-232, RJ45

Consumo energetico
Power consumption ≤5W

Mod. BG-COMMANDER-JR

Camere supportate
Supported cameras 5

Protocollo
Protocol VISCA, PELCO P/D, UDP

Display LED
LED Display 4 Units Color LED Display Screen

Canali Camera
Camera Channels 5

Comandi
Variable Knobs 4
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CAPTURE & CONVERTING VIDEO
Schede di acquisizione e di conversione video 
Video capture and conversion devices

Le schede di acquisizione e i convertitori video sono progettati per convertire i 
segnali video da un formato all’altro. I dispositivi di acquisizione BZBGEAR sono 
incredibilmente facili da usare. Collega il computer e la sorgente di input e inizia a 
creare. Nessuna installazione, nessun software, nessun problema. BZBGEAR ha 
alcune delle migliori schede di acquisizione per lo streaming.

Capture cards and video converters are designed to convert video signals 
from one format to another. BZBGEAR capture devices are incredibly easy to 
use. Hook up your computer and input source and start creating. No setup, 
no software, no hassle. BZBGEAR has some of the best capture cards for 
streaming.

Mod. BG-4KCH BG-CSA

Funzione
Function

Scheda di acquisizione video USB-C 4K UHD/1080P FHD con scaler
4K UHD/1080P FHD USB-C Video with Scaler

Scheda di acquisizione 1080P Full HD USB 3.1 Gen1 3G-SDI con scaler e audio
1080P Full HD USB 3.1 Gen1 3G-SDI Capture w/Scaler and Audio

Risoluzione Input 
Input Resolution 4K2K@30 1080p@60Hz

Risoluzione Output
Output Resolution 4K2K@30 1080p@60Hz

Input Video
Video Input(s) HDMI SDI

Output Video 
Video Output(s) USB-C USB 3.0, Loop-Out

Input Audio
Audio Input(s) HDMI Embedded Audio SDI Embedded Audio, 3.5mm Analog Audio Stereo

Mod. BG-CHA BG-CAP-HA BG-C2HA

Funzione
Function

Acquisizione video 1080P Full HD USB 3.1 Gen1 con 
scaler e audio

1080P Full HD USB 3.1 Gen1 Video Capture w/ 
Scaler and Audio

1080P Full HD Dispositivo di acquisizione HDMI 
alimentato via USB 3.0.

1080P Full HD USB 3.0 Powered HDMI Capture 
Device

Acquisizione video 1080P USB 3.0 con uscita loop 
HDMI 2.0 e audio

1080P USB 3.0 Video Capture w/ HDMI 2.0 
Loop-Out and Audio

Risoluzione Input 
Input Resolution 1080p@60Hz 4K@60Hz 4K@60Hz

Risoluzione Output
Output Resolution 1080p@60Hz 1080p@60Hz 1080p@60Hz

Input Video
Video Input(s) HDMI HDMI HDMI

Output Video 
Video Output(s) USB 3.0 USB 3.0, Loop-Out USB 3.0, Loop-Out

Input Audio
Audio Input(s) Stereo Stereo Stereo



BZBGEAR
Pro AV + Broadcasting Solutions

ZZIPP Group S.p.a. Add-on 2023

6

B
ZB

GE
AR

8K ULTRA HD
Schede di acquisizione e di conversione video 
Video capture and conversion devices

BZBGEAR offre una gamma di dispositivi compatibili 8K di alta qualità 
in grado di trasmettere efficacemente risoluzioni fino a 7680 x 4320 su 
HDMI 2.1 senza la necessità di compressione video. Più specificamente, 
BZBGEAR offre multiviewer compatibili 8K, switcher video, matrici, 
amplificatori e cavi. Per i professionisti dei giochi e degli eventi live-
action, le schede 8K supportano risoluzioni fino a 4K a 120Hz.

BZBGEAR offers a lineup of high-quality 8K compatible devices that are 
capable of efficently transmitting resolutions up to 7680 x 4320 over HDMI 
2.1 without the need of a video compression. More specifically, we offer 8K 
compatible multivierwers, video switchers, matrix switchers, amplifiers and 
especially cables. For gaming and live-action enetrtainment professionals, 
our 8K equipment will also support resolutions up to 4K at 120Hz.

8K ULTRA HD

Mod. BG-8K-HS21 BG-8K-HS41

Conformità HDMI
HDMI Compliance HDMI 2.1

Conformità HDCP 
HDCP Compliance HDCP 2.3

Larghezza di banda video
Video Bandwidth 48Gbps

Risoluzione Video
Video Resolution

Up to 8K@60Hz 4:4:4 8/10/12bit, 8K@60Hz 4:2:0 12-bit, 8K@30Hz 4:4:4 10-bit, 4K@120Hz 4:4:4 10-
bit

Mod. BG-8K-DA12A BG-8K-DA14A

Conformità HDMI
HDMI Compliance HDMI 2.1

Conformità HDCP 
HDCP Compliance HDCP 2.3

Larghezza di banda video
Video Bandwidth 40Gbps

Risoluzione Video
Video Resolution Up to 8K@60Hz 4:2:0 10bit, 8K@30Hz 4:4:4 10bit, 4K@120Hz 4:4:4 10bit

BG-8K-HS21/41

BG-8K-DA12A/14A

Commutatori 2x1 o 4X1 8k@60Hz UHD 
HDMI2.1 48GBPS (4K@120Hz 4:4:4 10 bit)
2x1 or 4x1 switcher 8k@60Hz UHD HDMI2.1 
48GBPS (4K@120Hz 4:4:4 10 bit)

Splitter 1X2 o 1X4 8K@60Hz UHD HDMI2.1 
con Audio De-embedder (supporto 4K@120Hz 
4:4:4 10bit VRR,FVA,ALLM)
1X2 or 1X4 splitter 8K@60Hz UHD HDMI2.1 
with Audio De-embedder (4K@120Hz 4:4:4 
10bit VRR,FVA,ALLM support)
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Mod. BG-8K-22MA

Conformità HDMI
HDMI Compliance HDMI 2.1

Conformità HDCP 
HDCP Compliance HDCP 2.3

Larghezza di banda video
Video Bandwidth 40Gbps

Risoluzione Video
Video Resolution Up to 8K@60Hz 4:2:0 10bit, 8K@30Hz 4:4:4 10bit, 4K@120Hz 4:4:4 10bit, VRR, FVA, ALLM supported

BG-8K-22MA
Matrice 2x2 8K@60Hz UHD HDMI 2.1 con Audio 
De-embedder (4K@120Hz 4:4:4 10bit VRR, 
FVA, supporto ALLM)
2x2 Matrix 8K@60Hz UHD HDMI2.1 with Audio 
De-embedder (4K@120Hz 4:4:4 10bit VRR, 
FVA, ALLM support)

Mod. BG-8K-44MA

Conformità HDMI
HDMI Compliance HDMI 2.1

Conformità HDCP 
HDCP Compliance HDCP 2.3

Larghezza di banda video
Video Bandwidth 48Gbps

Risoluzione Video
Video Resolution Up to 8K@60Hz 4:2:0 10bit, 8K@30Hz 4:4:4 10bit, 4K@120Hz 4:4:4 10bit, VRR, FVA, ALLM supported

BG-8K-44MA
Matrice 4X4 8K@60Hz UHD HDMI2.1 48Gbps 
con Scaler, De-embedder audio (4K@120Hz 
4:4:4 10bit VRR, FVA, supporto ALLM)
4X4 Matrix 8K@60Hz UHD HDMI2.1 48Gbps 
with Scaler, Audio De-embedder (4K@120Hz 
4:4:4 10bit VRR, FVA, ALLM support)

Mod. BG-8K88MA

Conformità HDMI
HDMI Compliance HDMI 2.1

Conformità HDCP 
HDCP Compliance HDCP 2.3

Larghezza di banda video
Video Bandwidth 48Gbps

Risoluzione Video
Video Resolution Up to 8K@60Hz 4:2:0 10bit, 8K@30Hz 4:4:4 10bit, 4K@120Hz 4:4:4 10bit, VRR, FVA, ALLM supported

BG-8K-88MA
Matrice 8X8 8K@60Hz UHD HDMI2.1 48Gbps 
con Scaler, De-embedder audio (4K@120Hz 
4:4:4 10bit VRR, FVA, supporto ALLM)
8X8 Matrix 8K@60Hz UHD HDMI2.1 48Gbps 
with Scaler, Audio De-embedder (4K@120Hz 
4:4:4 10bit VRR, FVA, ALLM support)
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BG-VOP-MT

Ricetrasmettitore multicast AV over IP 4K 
UHD HDMI 2.0 IPGEAR-4K con video wall e 
supporto POE
4K UHD HDMI 2.0 IPGEAR-4K AV over IP 
Multicast Transceiver with Video Wall & 
POE Support

BG-VOP-CB

Smart Controller per sistema BZBGEAR 
IPGEAR-4K AV over IP
Smart Controller for BZBGEAR IPGEAR-4K 
AV over IP System

BG-IPGEAR-PRO-R

Ricevitore multicast 4K60 UHD HDMI 2.0 
over IP con supporto Video Wall e PoE
4K60 UHD HDMI 2.0 over IP Multicast Re-
ceiver with Video Wall & PoE support

BG-IPGEAR-PRO-C

Smart Controller per la serie IPGEAR-PRO 
HDMI over IP
Smart Controller for IPGEAR-PRO HDMI 
over IP series

BG-IPGEAR-PRO-T

Trasmettitore multicast 4K60 UHD HDMI 
2.0 over IP con supporto Video Wall e PoE
4K60 UHD HDMI 2.0 over IP Multicast Tra-
smitter with Video Wall & PoE support

AV
 O

VE
R

 IP
BG-UHD-VW2X2

Processore/Controller per Video Wall HDMI 
2X2 4K 18Gbps UHD con estrattore audio
2X2 4K 18Gbps UHD HDMI Video Wall Pro-
cessor/Controller with Audio Extraction

BG-UHD-VW24

Processore/Controller per Video Wall 2X2 
4K 18Gbps UHD HDMI 2.0 con controllo 
audio e IP/RS-232
2X2 4K 18Gbps UHD HDMI 2.0 Video Wall 
Processor/Controller with Audio and IP/
RS-232 Control
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BG-UHD-VW29

Processore/Controller per Video Wall 3X3 
4K 18Gbps UHD HDMI 2.0 con controllo 
audio e IP/RS-232
3X3 4K 18Gbps UHD HDMI 2.0 Video Wall 
Processor/Controller with Audio and IP/
RS-232 Control

BZ-MVS4X4-4K

Processore per Video Wall HDMI 4X4 4K 18Gbps UHD e matrice di 
commutazione senza interruzioni con Scaler/IR/Audio/IP e RS-232
4X4 4K 18Gbps UHD HDMI Video Wall Processor & Seamless 
Matrix Switcher with Scaler/IR/Audio/IP and RS-232

BZ-MVS8X8-4K

Processore per Video Wall 8X8 4K 18 Gbps UHD HDMI e matrice di commu-
tazione senza interruzioni con Scaler/IR/Audio/IP e RS-232
8X8 4K 18Gbps UHD HDMI Video Wall Processor & Seamless Matrix 
Switcher with Scaler/IR/Audio/IP and RS-232

BG-4K-VP44

Matrice HDMI 4X4 4K 18Gbps senza interruzioni/Processore 
video wall/Multiviewer con Scaler/IR/Audio/IP e RS-232
4X4 4K 18Gbps Seamless HDMI Matrix Switcher/Video Wall 
Processor/Multiviewer with Scaler/IR/Audio/IP and RS-232

BG-4K-VP88

Matrice HDMI 8X8 4K 18Gbps senza interruzioni/Processore video 
wall/Multiviewer con Scaler/IR/Audio/IP e RS-232
8X8 4K 18Gbps Seamless HDMI Matrix Switcher/Video Wall Proces-
sor/Multiviewer with Scaler/IR/Audio/IP and RS-232
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BG-PS41-BYOD-4K

Switcher di presentazione wireless per sale 
conferenze 4K 18Gbps UHD HDMI/USB-C/
BYOD
4-Port 4K 18Gbps UHD HDMI/USB-C/BYOD 
Conference Room Wireless Presentation 
Switcher

SW
IT

CH
ER

S

BG-PSC6X2-4K BG-PSC8X2HDB

6X2 4K 18Gbps UHD HDMI/USB-C/DP/VGA 
e Switcher/Scaler per presentazioni audio 
per sale conferenze
6X2 4K 18Gbps UHD HDMI/USB-C/DP/VGA 
& Audio Conference Room Presentation 
Switcher/Scaler

8X2 4K 18Gbps UHD HDMI/IP/DP/VGA/Au-
dio/HDBaseT Output Switcher di presenta-
zione Seamless
8X2 4K 18Gbps UHD HDMI/IP/DP/VGA/Au-
dio/HDBaseT Output Seamless Presenta-
tion Switcher

BG-UMV-HA41

4X1 4K UHD HDMI Multiviewer/Switcher/
Scaler Seamless con supporto audio e 
RS-232
4X1 4K UHD HDMI Seamless Multiviewer/
Switcher/Scaler with Audio and RS-232 
Support

M
U
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IV
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W
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BG-UHD-QVP-4X2

4X2 4K 18Gbps UHD Seamless Multiviewer/
Switcher/Scaler di presentazione con sche-
da di acquisizione USB
4X2 4K 18Gbps UHD Seamless Multiviewer/
Presentation Switcher/Scaler with USB 
Capture Card

BG-UHD-MVS21A

2X1 Multiviewer 4K60 18Gbps con Switcher 
Seamless e De-embedder Audio
2X1 Multiviewer 4K60 18Gbps with Seam-
less Switcher and Audio De-embedder

BG-EXH-70C

Extender HDMI UHD 4K 18Gbps su cavo 
di categoria 5e/6/7 con de-embedding IR/
audio a 2 vie fino a 70 m
4K 18Gbps UHD HDMI Extender Over 
Category 5e/6/7 Cable with 2-Way IR/Audio 
De-embedding up to 230ft

H
D

M
I E
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D
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S

BG-EXH-150C

Extender HDMI HDBaseT UHD 4K 18Gbps 
su cavo di categoria 5e/6/7 con IR/CEC/
POC/RS-232 a 2 vie fino a 150 m
4K 18Gbps UHD HDMI HDBaseT Extender 
Over Category 5e/6/7 Cable with 2-Way IR/
CEC/POC/RS-232 up to 495ft

BG-EXH-70C3

Extender HDMI UHD 4K 18Gbps su cavo di 
categoria 5e/6/7 con de-embedding IR/ARC/
POC/audio a 2 vie fino a 70 m
4K 18Gbps UHD HDMI Extender Over Cate-
gory 5e/6/7 Cable with 2-Way IR/ARC/POC/
Audio De-embedding up to 230ft

BZB-SW-41A

Switcher 4X1 4K 18Gbps UHD HDMI 2.0 con 
telecomando IR
4X1 4K 18Gbps UHD HDMI 2.0 Switcher 
with IR Remote ControlSI
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BG-EXH-100C5

Extender HDMI HDBaseT 4K 18 Gbps UHD 
su cavo di categoria 5e/6/7 con IR/ARC/
PoC/RS-232/Ethernet fino a 100 m
4K 18Gbps UHD HDMI HDBaseT Extender 
Over Category 5e/6/7 Cable with IR/ARC/
PoC/RS-232/Ethernet up to 330ft

BG-EXH-100C6 BG-EXHOC

Extender 4K 18Gbps UHD HDMI HDBaseT 3.0 
su cavo di categoria 6/7 con IR/eARC/ARC/
POC/Ethernet/USB/RS-232 fino a 100 m
4K 18Gbps UHD HDMI HDBaseT 3.0 Exten-
der Over Category 6/7 Cable with IR/eARC/
ARC/POC/Ethernet/USB/RS-232 up to 330ft

Extender HDMI 4K UHD 18 Gbps su singolo 
cavo coassiale con IR a 2 vie fino a 100 m
4K UHD 18Gbps HDMI Extender Over Sin-
gle Coax Cable with 2-Way IR up to 363ft

BG-UHD-SC1X2

Splitter/Scaler UHD 1X2 4K 18Gbps 
con Embedder audio analogico e 
De-embedder audio digitale
1X2 4K 18Gbps UHD Splitter/Sca-
ler with Analog Audio Embedder & 
Digital Audio De-embedder

BG-DA-1X2AS

Splitter HDMI 1X2 4K 18Gbps UHD con 
downscaling e de-embedding audio
1X2 4K 18Gbps UHD HDMI Splitter with 
Downscaling and Audio De-Embedding


