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Reference: IT-350/EN

      

ALTOPARLANTE A TROMBA

Altoparlante a tromba impermeabile (corno musicale), tecnologia a 2 vie e certificazione EN 54-24

100 V line technique with 4 power taps: 30/15/7.5/3.75 W
Weatherproof and IP66 certified
High-quality music reproduction
16 cm bass-midrange speaker and 25 mm (1") horn
Robust light grey ABS plastic housing
Supplied with mounting bracket and stainless steel screws

Specifiche:

Esterno 1
resistente alle intemperie 1
100 V 1
Certificazione EN-54 1
attivo/passivo
Linea tecnica 100 V
Potenza musicale 30 W
Potenza nominale
Banda passante 100-20000 Hz
Woofer
Tweeter
Numero altoparlanti 2
Dimensione altoparlante 16 cm
Sensibilità 101 dB/W/m
SPL nominale max. 116 dB
Angolo di irradiazione orizzontale 100°
Angolo di irradiazione verticale 60°
Equipaggiamento



  

Materiale del contenitore
Colore
Dispositivo di montaggio
Grado di protezione
Temp. di esercizio ammessa -20 °C to +90 °C
Dimensioni
Larghezza 370 mm
Altezza 250 mm
Profondità 330 mm
Peso 4,5 kg
Altro
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