
  

200 W, 8" BASS-REFLEX SUBWOOFER, BIANCO 

Sistema subwoofer compatto

Recinzione in multistrato di
betulla

1 altoparlante DAS 8FW

Intervallo di frequenza 50 Hz
– 200 Hz

   

Reference: Q-8-W

      

Questo subwoofer ultracompatto a basso profilo è ideale per installazioni di piccole e medie dimensioni. La nitidezza e
la riproduzione delle basse frequenze lo rendono un sistema imbattibile per offrire una riproduzione musicale
eccezionale. Abbinamento perfetto per i top della serie Q.

Il pannello connettori fornisce un'uscita satellite filtrata passa-alto per i top della serie Q

Performance
Frequency Range (-10 dB) 50 Hz – 200 Hz
Nominal Impedance 8 Ohms
RMS Power Handling 200 W
Peak Power Handling 800 W
On-axis Sensitivity 1W/1 m 92 dB SPL
Maximum Peak SPL at 1 m 118 dB
Recommended Processor DSP-226
Connectors
Audio Input Connector Covered Barrier Strip Terminals
Audio Output Connector Covered Barrier Strip Terminals
Enclosure
Enclosure Construction Birch Plywood
Enclosure Geometry Rectangular
Finish ISO-flex Paint
Color White
Depth 265 mm (10,5 in)
Dimensions ( H x W x D ) 260 x 405 x 265 mm

10,0 x 16,0 x 10,5 in
Net Weight 9,0 kg ( 19,8 lb )
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